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JU12000 Ⅱ /8500

	 A	 B	 C	 D
	 100	 110	 120	 130
	 24.2	 22	 20.2	 18.6
	 4006	 4847	 5768	 6769
	 3645	 4410	 5249	 6160
	 677	 820	 975	 1145
	 94	 112	 131	 150
	 213	 176	 148	 126

0-108

12000
1300×1200

1250
600
350
230
2650

2050/1400
20

17.5
55+37+7.5

71.55
10.3×3.7×4.3

56
200
1450

JU13000 Ⅱ /10600

	 A	 B	 C	 D
	 110	 120	 130	 140
	 26.2	 24	 22.2	 20.6
	 5227	 6220	 7300	 8467
	 4756	 5661	 6643	 7705
	 806	 960	 1126	 1306
	 119	 138	 159	 182
	 204	 171	 146	 126

0-100

13000
1380×1280

1350
650
350
230
2850

2200/1500
23

17.5
75+37+7.5

91.35
10.9×3.8×4.3

65
400
1600

JU14000 Ⅱ /10600

	 A	 B	 C	 D
	 110	 120	 130	 140
	 26.2	 24	 22.2	 20.6
	 5227	 6220	 7300	 8467
	 4756	 5661	 6643	 7705
	 806	 960	 1126	 1306
	 119	 138	 159	 182
	 204	 171	 146	 126

0-100

14000
1460×1360

1450
700
400
330
3050

2350/1600
27

17.5
75+37+7.5

91.35
11.4×3.8×4.3

74
400
1600

JU16000 Ⅱ /14600

	 A	 B	 C
	 130	 140	 150
	 24	 22.3	 20.8
	 8362	 9698	 11133
	 7610	 8825	 10131
	 1154	 1338	 1536
	 160	 183	 209
	 174	 150	 131

0-95

16000
1550×1450

1550
700
400
330
3250

2550/1700
33

17.5
110+37+7.5

101.35
12.4×4×5.2

88
400
2000

140
280

50
75
125

52
20

200
350

500

14
0

28
0

507512
5

20
0

35
0

50
0

12
00

17
71

1300
1871

4628
35

0 42
0 49
0 56
0 70
0 84

0

350
420
490

560
700
840

16XØ58
Ø250 8XØ39

92XM24 L55

52
20

4628

50
75
125
200

350
500

1380
1975

507512
5

20
0

35
0

50
0

12
80

18
75

140
280
350
420
490

560
700
840

14
0

28
0

35
0 42
0 49
0 56
0 70

0 84
0

16XØ58

8XØ39

88XM24 L55

Ø250

507512
5

20
0

35
0

50
0

13
60

19
72

66
25

6036

50
75
125
200

350
500

1460
2072

140
280
350

420
490

560
700
840
980

14
0

28
0

35
0 42
0 49
0 56
0 70
0 84

0

8XØ39
16XØ58

Ø250

104XM30 L65

50
75
125

66
25

200
350

500

507512
5

20
0

35
0

50
0

65
0

2200
1550

14
50

21
00

650

6036
14

0
28

0
42

0 56
0 70
0 84
0 98
0

140
280
420
560
7000

840
980

24XØ 58

8XØ 39

68XM30 L65

Ø315

760

56
0

Ø
6

Ø
25

0

84
0

50
70 105 105

SR20

1500 650-1350

12XM24 L50

760

70
0

Ø
6

Ø
25

0

98
0

50
70 140 140

SR20

1600 700-1450

12XM24 L50

850

70
0

Ø
8

Ø
31

5

98
0

50
70 140 140

SR20

1700 700-1550

12XM24 L50

660

56
0

Ø
6

Ø
25

0

84
0

50
70 105 105

SR20

1400 600-1250

12XM24 L50

10300 3700

43
00

10900 3800

43
00

11400 3800

43
00

12400 4000

52
00

Note: 	▲ Mold Opening Stroke（Min. Mold Height)/Mold Opening Stroke(Max.Mold Height)
	 ★ Moving Platen load-bearing: 2/3 of Max. Tool Weight 

Specification

We reserve the right to make  
changes as a result of further  
technical advantages.

Moving platen

Platen dimensions

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

INJECTION  UNIT
Screw diameter 	 mm
Screw L /D ratio 	 L/D
Shot size (theoretical) 	 cm3

Injection weight (PS) 	 g
Injection rate	 g/s
Plasticizing capacity(ps)	 g/s
Injection pressure 	 Mpa
Screw speed 	 rpm
CLAMPING  UNIT
Clamp tonnage 	 KN
Space between tie bars 	 mm
Max.mold height 	 mm
Min. mold height 	 mm
Ejector stroke 	 mm
Ejector tonnage	 KN
Max. daylight	 mm
Mold opening stroke ▲	 mm
Max. mold weight ★	 t
OTHERS
Max. pump pressure 	 Mpa
Pump motor power 	 Kw
Heater power	 Kw
Machine dimension 	 m
Machine weight	 t
Hopper capacity 	 Kg
Oil tank capacity 	 L
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JU21000 Ⅱ /19300

	 A	 B	 C	 D
	 140	 150	 160	 170
	 24	 22.4	 21	 19.8
	 10468	 12017	 13672	 15435
	 9526	 10935	 12442	 14046
	 1219	 1399	 1592	 1797
	 153	 174	 194	 220
	 184	 160	 141	 125

0-75

21000
1800×1600

1700
800
450
450
3500

2700/1800
50

17.5
110+55+7.5

114.05
13.5×4.3×5.5

115
400
2600

JU18500 Ⅱ /14600

	 A	 B	 C
	 130	 140	 150
	 24	 22.3	 20.8
	 8362	 9698	 11133
	 7610	 8825	 10131
	 1154	 1338	 1536
	 160	 183	 209
	 174	 150	 131

0-95

18500
1650×1550

1600
750
450
450
3300

2550/1700
40

17.5
110+37+7.5

101.35
12.4×4.1×5.2

98
400
2000

JU24000 Ⅱ

37000
185
21.6

26074
23727
1598
236
140
0-65

24000
1900×1700

1800
800
500
450
3700

2900/1900
59

17.5
110+55+7.5

172
15.5×4.6×5.5

143
400
3200

JU28000 Ⅱ

50000
200
20

35186
32019
2153
253
141
0-60

28000
2000×1800

1900
900
500
450
4100

3200/2200
66

17.5
110+55+55+7.5

171.85
16.2×4.6×6.8

165
400
3600

1650
2310

66
25

6036

50
75
125
200

350
500
650

507512
5

20
0

35
0

50
0

65
0

15
5022
10

140
280

420
560
700

840
980

14
0

28
0 42
0 56

0 70
0 84

0 98
0

24XØ58

8XØ39

44XM30 L65

Ø315

140
280

75
125
200

66
25

350
500

650

14
0

28
0

7512
5

20
0

35
0

50
0

65
0

16
00

23
40

1800
2540

6036
42
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0 70
0 84
0 98
0 11
20

420
560
700

840
980
1120

24XØ58Ø315

60XM30 L65
140

280

75
125
200

66
25

350
500

  650 
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0
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0
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5

20
0

35
0

50
0

65
0

17
00

24
72

1900
2672

6036

800

42
0 56

0 70
0 84
0 98
0 11
20

420
560
700

840
980
1120
1260

28XØ58

68XM30 L65

Ø120

66
25

6036

75
125
200

350
500

650
800

2000
2822

7512
5

20
0

35
0

50
0

65
0

26
22

18
00

140
280

420
560

700

980
1120
1260

840

14
0

28
0

42
0

56
0 70

0 98
0

11
20

12
60

84
0

28XØ58
Ø315

80XM30 L65

900

84
0

Ø
8

Ø
31

5

11
20

50
70 140 140

SR20

1800 800-1700

12XM24 L50

960

84
0

Ø
10

Ø
31

5

11
20

50
70 140 140

SR20

1900 800-1800

12XM24 L50

1030

98
0

Ø
10

Ø
31

5

12
60

50
70 140 140

SR20

2200 900-1900

12XM24 L50

850

70
0

Ø
8

Ø
31

5

98
0

50
70 140 140

SR20

1700 750-1600

12XM24 L50

12400 4100

52
00

13500 4300

55
00

15500 4600

55
00

16200 4600

68
00

Specification

We reserve the right to make  
changes as a result of further  
technical advantages.

Moving platen

Platen dimensions

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

INJECTION  UNIT
Screw diameter 	 mm
Screw L /D ratio 	 L/D
Shot size (theoretical) 	 cm3

Injection weight (PS) 	 g
Injection rate	 g/s
Plasticizing capacity(ps)	 g/s
Injection pressure 	 Mpa
Screw speed 	 rpm
CLAMPING  UNIT
Clamp tonnage 	 KN
Space between tie bars 	 mm
Max.mold height 	 mm
Min. mold height 	 mm
Ejector stroke 	 mm
Ejector tonnage	 KN
Max. daylight	 mm
Mold opening stroke ▲	 mm
Max. mold weight ★	 t
OTHERS
Max. pump pressure 	 Mpa
Pump motor power 	 Kw
Heater power	 Kw
Machine dimension 	 m
Machine weight	 t
Hopper capacity 	 Kg
Oil tank capacity 	 L

Note: 	▲ Mold Opening Stroke（Min. Mold Height)/Mold Opening Stroke(Max.Mold Height)
	 ★ Moving Platen load-bearing: 2/3 of Max. Tool Weight 
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JU33000 Ⅱ

62000
220
20.5

45616
41510
2247
264
135
0-50

33000
2160×1900

2000
1000
550
580
4160

3160/2160
75

17.5
110+55+55+7.5

188.2
16.8×4.9×6.8

194
400
3900

JU40000 Ⅱ

88000
240
22

56549
51459
2882
285
156
0-45

40000
2400×2000

2100
1000
550
580
4460

3460/2360
86

17.5
110+110+55+55+7.5

269.5
19.6×5.3×7

248
600
4400

JU40000 Ⅱ

106000
260
20.3

80170
72955
3382
297
133
0-40

40000
2400×2000

2100
1000
550
580
4460

3460/2360
86

17.5
110+110+55+55+7.5

269.5
20×5.3×7

255
600
4400

82
35

7242

75
125
200

350
500

2160
3066

650
800

7512
5

20
0

35
0

50
0

80
0 65
0

19
00

28
06

140
280

420
560
700

840
980
1120
1260
1400

14
0

28
0

42
0 56
0 70
0 84
0 98
0

11
20 12

60

32XØ58

Ø120

108XM36 L75

82
35

7242

7512
5

20
0

35
0

50
0

80
0 65
0

20
00

29
22

75
125
200

350
500

800
650

2400
3322

140
280

420
560
700

840
980
1120
1260
1400
1540

14
0

28
0

42
0 56
0 70
0 84
0 98
0

11
20 12

60
14

00

32XØ58
Ø315

140XM36 L75

82
35

7242

7512
5

20
0

35
0

50
0

80
0 65
0

20
00

29
22

75
125
200

350
500

800
650

2400
3322

140
280

420
560
700

840
980
1120
1260
1400
1540

14
0

28
0

42
0 56
0 70
0 84
0 98
0

11
20 12

60
14

00

32XØ58
Ø315

140XM36 L75

1150

98
0

Ø
10

Ø
31

5

12
60

50
70 140 140

SR20

2160 1000-2000

12XM24 L50

1250

11
20

Ø
10

Ø
31

5

14
00

60
70 140 140

SR20

2360 1000-2100

12XM24 L50

1250

11
20

Ø
10

Ø
31

5

14
00

60
70 140 140

SR20

2360 1000-2100

12XM24 L50

16800 4900

68
00

19600 5300

70
00

20000 5300

70
00

Specification

We reserve the right to make  
changes as a result of further  
technical advantages.

Moving platen

Platen dimensions

Mounting hole for robot/sprue picker top 
view from fixed platen

Platen dimensions

Machine dimensions

INJECTION  UNIT
Screw diameter 	 mm
Screw L /D ratio 	 L/D
Shot size (theoretical) 	 cm3

Injection weight (PS) 	 g
Injection rate	 g/s
Plasticizing capacity(ps)	 g/s
Injection pressure 	 Mpa
Screw speed 	 rpm
CLAMPING  UNIT
Clamp tonnage 	 KN
Space between tie bars 	 mm
Max.mold height 	 mm
Min. mold height 	 mm
Ejector stroke 	 mm
Ejector tonnage	 KN
Max. daylight	 mm
Mold opening stroke ▲	 mm
Max. mold weight ★	 t
OTHERS
Max. pump pressure 	 Mpa
Pump motor power 	 Kw
Heater power	 Kw
Machine dimension	 m
Machine weight 	 t
Hopper capacity 	 Kg
Oil tank capacity 	 L

Note: 	▲ Mold Opening Stroke（Min. Mold Height)/Mold Opening Stroke(Max.Mold Height)
	 ★ Moving Platen load-bearing: 2/3 of Max. Tool Weight 


